! TYPE ‘BV’ NON PARALLEL EXPANSION

TUBE EXPANDING AND BEADING IN SINGLE OPERATION

FEATURES:

® USE: Type “BV” Expander for repair and erection

of

boiler having thin tube sheets. Its is approximate twice as
fast during use than other conventional expanders. Use
header Mandrel when expanders is to be used through a

watering.

OveR AL THCKNESS
s

7

Tube O. D.
1"_ 3"

TUBE TOOLS

1 |10-13 (.134-.095)| (17.3-23.7) | (.681-.937) | 84.20 | (3.5/16) BV -1 BVSM-1 | BVHM -1 12 BVR-1
1.1/4110-13 (.134-.095)| (23.8-30.6) | (.940-1.206) | 84.20 | (3.5/16) BV -2 BVSM-2 | BVHM -2 12 BVR-2
1.1/2110-13 (.134-.095)| (29.3-37.3) |((1.156 -1.469)| 101.20 | (4.000) BV -3 BVSM-3 | BVHM -3 12 BVR-3

2 |10-13 (134-.095)| (423 -49.7) |(1.665-1.960)( 101.20 | (4.000) BV -4 BVSM-4 | BVHM -4 3/4 BVR-4
2.1/2110-13 (134-.095)| (54.5-627) |(2.145-2.469)| 101.20 | (4.000) BV -5 BVSM-5 | BVHM -5 3/4 BVR-5

3 |10-13 (134-.095)| (68.2-76.6) |(2.687-3.015)( 101.20 | (4.000) BV -6 BVSM-6 | BVHM -6 1 BVR-6

NOTE : Other sizes available on request
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